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www.jmkled-tech.com

JMK TECH CO.,LTD

We established in 2008. As a recognized LED lights manufacturer and located in Shenzhen.

We mainly produce LED high bay light, LED parking lot light, LED canopy Iigh;c_,‘LED wallgpackilights
LED flood light, LED yard light, Rechargeable LED work light, LED down light4'ED trackilightfetc.
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Advantages: super strong R&D capabilities, professional & advanced praduction equipmentsthigh
guality product and best customer service,constant product‘i;nprovement &’ inhovation®
DLC,UL/CUL,ETL,TUV,SAA,GS,CE,RoHS,CB,PSE certificationsﬁ:proved.
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Workshop covers an area of 25,000 square feet and we have passedRIS®@900:1 _
authentication in 2010. Workforces above 100, monthlyproduction capacity, reach$30,000
units. Products mainly exported to North America,EuropetSouth Africa¥lapan'Middle]East’etc.

Tel:+86 755 2903 6799

Fax:+86 755 2968 8811

Factory Address:No.11, Yuanhu Road,Zhangbei Community
Longgang District,Shenzhen,Guangdaong,China®Zip Code:54li72
E-mail: info@jmksz.com (Jesscia)fl” sales@jl@jmkszcoml(Earrie)

€ Http:/mwww.jmkled-tech.com
© facebook.com/jmklight

© twitter.com/jmklight

® pinterest.com/jmklight
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e They are 100% designed by JMUKLED R&D team

® Housing materials: 1060 pure aluminum

e Light source: philips smd3030 LEDs, LM80 approved
e Driver:isolated constant current driver, PF>0.90

e TUV,GS, SAA, C-Tick, CE, CB,ERP,RoHS approved
e Color: 2700-6000K, CRI>80,90 for your selection

e LED efficiency: 110-130Im/W @CRI80

e TRIAC, 0/1-10V,DALI, ZigBee control system

Wattage W 10W 15W 20W 25W 30W
Diameter 115mm 115mm 190mm 190mm 230mm 230mm
Cut out 90-110mm | 90-110mm | 145-180mm | 145-180mm | 200-220mm 200-220mm
Lumen 630-700Im 900-1000Im | 1350-1500im | 1800-2000Im 2300-2500Ilm 2700-3000Im
Voltage Not dimmable:AC100-240V Dimmable:AC110/230V
PF 0.9 | 0.95 | 0.95 | 0.95 | 0.95 | 0.95
JIVINEIIH G
e Housing materials:Plastic aluminum
/ % e Light source:Epistar smd5630 / smd3030 LEDs LM80
' ] approved
1 2 e Driver:isolated/non isolated constant current driver
i ‘ \ PF>0.95
Y 70 W e SAA, C-Tick,CB,CE,ERP,RoHS approved
w P" e Color: 2700-6000K,CRI>80,90 for your selection
. e LED efficiency: 100-120Im/W @CRI80

Wattage W 10W 12W 15W 18W 20W
Diameter 115mm 115mm 145mm 145mm 190mm 190mm
Cut out 90-105mm | 90-105mm [110-140mm| 110-140mm | 145-180mm 145-180mm
Lumen 560-700Im 800-1000Im | 1000-1200im | 1200-1500Im 1500-1800Im 1800-2000Im
Voltage Not dimmable:AC100-240V/200-240V Dimmable:AC110/230V
PF 0.95 | 0.95 | 0.95 | 0.95 | 0.95 | 0.95

E-mail: info@jmksz.com / salesO0l(@jmksz.com
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e Housing materials:Die-cast aluminum
e Light source:Samsung smd5630/Philips smd3030
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LEDs,LM80 approved

e Driver: isolated constant current driver, PF>0.95

e TUV, GS, SAA, C-Tick, CE, CB,ERP,RoHS approved
e Color: 2700-6000K, CRI>80,90 for your selection

e LED efficiency:110-130im/W @CRI80

e TRIAC, 0/1-10V,DALI, ZigBee control system

Wattage 12W 15W 20W 30W 40W 50W
Diameter 110mm 110mm 145mm 190mm 230mm 230mm
Cut out 90-100mm | 90-100mm [125-135mm| 165-180mm | 200-220mm 200-220mm
Lumen 1200-1400Im | 1500-1700Im | 2000-2300Im | 3000-3600Im | 4000-4500Im 4800-5100Im
Voltage Not dimmable:AC100-240V/200-240V Dimmable:AC110/230V

PF 095 | 09 | 095 | 095 | 0.95 | 0.95
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e Housing materials:Die-cast aluminum

e Light source:CREE,CITIZEN COB LEDs,LM80 approved
e Driver: isolated constant current driver, PF>0.95

e TUV, GS, SAA, C-Tick, CE, CB,ERP,RoHS approved

e Color: 2700-5000K, CRI>80,90,97 for your selection

e LED efficiency: 120-140lm/W @CRI80

e TRIAC, 0/1-10V,DALI, ZigBee control system

&) lumen 150Im/W, dimmable and flicker free

E-mail: info@jmksz.com / sales01 @jmksz:com

Wattage 12W 15W 20W 30W 40W 60W

Diameter 110mm 110mm 145mm 190mm 230mm 230mm

Cut out 90-100mm | 90-100mm | 125-135mm | 165-180mm 200-220mm 200-220mm

Lumen 1200-1300Im | 1500-1650im | 2000-2200Im | 3000-3300Im | 4000-4300Im 5500-5800Im

Voltage Not dimmable:AC100-240V/200-240V Dimmable:AC110/230V

PF 0.95 | 0.95 | 095 | 0.95 [ 0.95 | 0.95
Pl UGR<19 LED downlight

HLRH AWK EdEtECh)




JIVIKEDDAD.

® Housing materials:Die-cast aluminum

e Light Source:Samsung smd5630/Philips smd3030
LEDs,LM80 approved

e Driver: isolated constant current driver, PF>0.95

e TUV, GS, SAA, C-Tick, CE, CB,ERP,RoHS approved

e Color: 2700-6000K, CRI>80,90 for your selection

e |ED efficiency: 100-120im/W @CRI80

e Protection:whole lamp IP65 protected

Wattage 5W 12W 15W 16W
Diameter 90mm 90mm 108mm 108mm 108mm 140mm
Cut out 75-85mm | 75-85mm | 95-100mm | 95-100mm 95-100mm 95-130mm
Lumen 420-450Im 580-630Im 750-810Im 980-1180Im 1280-1350Im 1280-1350Im
Voltage Not dimmable:AC100-240V/200-240V Dimmable:AC110/230V

PF 0.9 | 0.92 | 092 | 0.95 | 0.95 | 0.95
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e Housing materials:Die-cast aluminum

e Light source:CREE/CITIZEN COB LEDs,LM80 approved
e Driver: isolated constant current driver, PF>0.95

e TUV, GS, SAA, C-Tick, CE, CB,ERP,RoHS approved

e Color: 2700-6000K, CRI>80,90 for your selection

e LED efficiency: 100-120im/W @CRI80

e Protection:whole lamp IP65 protected

Wattage 5W 7W 9w 12W 15W 16W
Diameter 90mm 90mm 108mm 108mm 108mm 140mm
Cut out 75-85mm | 75-85mm | 95-100mm | 95-100mm 95-100mm 95-130mm
Lumen 450-500Im 630-700Im 810-900Im | 1100-1200Im 1350-1500Im 1350-1500Im
Voltage Not dimmable:AC100-240V/200-240V Dimmable:AC110/230V

PF 0.9 | 0.92 | 092 | 0.95 | 0.95 | 0.95

E-mail: info@jmksz.com /'salesOd@jmksz:com
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Housing materials: 6063 brushed aluminum alloy

Light source: CITIZEN,CREE COB LED, LM80 approved
Driver: constant current flicker free driver, PF>0.95
Certificates: CE,RoHS Beam angle: 10°, 23°, 38°
Color: 2700-5000K,CRI>80,90,97 for your selection

LED efficiency: 120-140Im/W @CRI80

DALI. TRIAC, 0/1-10V, ZigBee,RF dimmable

Nl
10W

Wattage | 15W 25W 30w 40W 50w
Size 70*124*145mm 90*160*178mm 110*195*189mm
Phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase
Lumen 900-1000Im 1300-1500lm | 2200-2500lm | 2700-3000Im 3600-4000Im 4800-5000Im
Voltage Not dimmable: AC100-240V/AC200-240V

PF 0.9 | 0.95 [ 0.95 0.95 [ 0.95 0.95

Housing materials: ADC12 aluminum alloy

Light source:Samsung/Epistar SMD2835, LM80 approved
Driver: constant current flicker free driver, PF>0.95
Certificates: SAA,CE,RoHS Beam angle:90°

Color: 2700-6000K, CRI=80,90 for your selection

LED efficiency: 110-130lm/W @CRI80

DALI. TRIAC, 0/1-10V, ZigBee,RF dimmable

Wattage 8w 10W 15W 20w 25W 30w

Size ¢ 106*H34mm | § 140*H36mm| $ 140*H36mm | ¢ 180*H38mm | $ 230*H38mm $ 230*H38mm
Cut out 90-95mm 125mm 125mm 160mm 200mm 200mm
Lumen 720-800Im 900-1000Im 1300-1500Im 1800-2000Im 2200-2500Im 2700-3000Im
Voltage Not dimmable: AC100-240V/AC200-240V Dimmable: 110/230V

PF 0.95 | 0.95 | 0.95 | 0.95 0.95 0.95

E-mail: info@jmksz.com / sales01 @jmksz:com
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Beam Angle Changeable LED Tracklight |/\/l(-7]| (5

Housing materials: 6063 brushed aluminum alloy

Light source: CITIZEN,CREE COB LED, LM80 approved
Driver: constant current flicker free driver, PF>0.95
Certificates: CE,RoHS Beam angle: 10°--70°

Color: 2700-5000K,CRI>80,90,97 for your selection

LED efficiency: 120-140lm/W @CRI80

Anti-glare LED Tracklight /< 7] 09
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Housing materials: 6063 brushed aluminum alloy

Light source: CITIZEN,CREE COB LED,LM80 approved
Driver: constant current flicker free driver, PF>0.95
Certificates: CE,RoHS Beam angle: 12°, 24°, 36°
Color: 2700-5000K,CRI>80,90,97 for your selection
LED efficiency: 120-140lm/W @CRI80

DALI. TRIAC, 0/1-10V, ZigBee,RF dimmable

10° 30° 70° DALI. TRIAC, 0/1-10V, ZigBee,RF dimmable
Wattage 10w 15w 20w 25w 3ow 35w
Size 60*130*220mm 70*155*240mm 80.5*175*255mm
Phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase
Lumen 900-1000Im 1300-1500lm 1800-2000Im 2200-2500Im 2700-3000Im 3200-3500Im
Voltage Not dimmable: AC100-240V/AC200-240V Dimmable: 110/230V
PF 0.9 | 0.95 | 0.95 | 0.95 | 0.95 | 0.95

Integral Design LED Tracklight |[[///{-7] 05

Housing materials: 6063 brushed aluminum alloy

Light source:CITIZEN,CREE COB LED, LM80 approved
Driver: constant current flicker free driver, PF>0.95
Certificates: CE,RoHS Beam angle: 10°, 20°, 30°
Color: 2700-5000K,CRI>80,90,97 for your selection
LED efficiency:120-140lm/W @CRIB0O

Wattage 15W [ 20w 25W 30w 35W 45w
Size 70*127*165mm 90*147*175mm 110*170*215mm
Phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase
Lumen 1300-1500im | 1800-2000Im | 2200-2500Im | 2700-3000Im | 3200-3500Im | 4200-4500Im
Voltage Not dimmable: AC100-240V/AC200-240V Dimmable: 110/230V

PF 0.95 [ o095 | 0.95 0.95 0.95 0.95

New LED Tracklight JV/[<- 110

Housing materials: 6063 brushed aluminum alloy

Light source:CREE 3535 LED,LM80 approved

Driver: constant currentvflicker free driver, PF>0.95
Certificates: CE,RoHS Beam angle: 10°,24°,38°,45°,60°
Color: 2700-5000K,CRI>80,90,97 for your selection

LED efficiency: 120-140lm/W @CRI80

DALI, TRIAC, 0/1-10V, ZigBee,RF dimmable

DALI, TRIAC, 0/1-10V, ZigBee,RF dimmable
Wattage 10w 15wW 20W 25W 30w 35W
Size 70*136*150mm 95*166*165mm 95*166*165mm
Phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase
Lumen 900-1000Im 1300-1500lm | 1800-2000lm 2200-2500Im 2700-3000Im 3200-3500Im
Voltage Not dimmable: AC100-240V/AC200-240V
PF 0.9 0.95 0.95 0.95 0.95 0.95
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Wattage 10w | 15W 20w 25W 30w 35wW
Size 90*58*160mm 130*60*200mm 130*60*200mm
Phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase 1/2/3phase
Lumen 800-1000Im 1300-1500lm | 1800-2000Im | 2200-2500lm | 2700-3000Im 3200-3500Im
Voltage Not dimmable: AC100-240V/AC200-240V Dimmable: 110/230V

PF 0.95 0.95 0.95 0.95 0.95 0.95
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